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Type 1 Type 2 

inlet / outlet center center Inlet / outlet 

Combination of Type 1 center + Type 2 center = 1 doublet 

Side view of 

1 doublet 
Front view of 

1 doublet 

Adjacent doublets 

are turned 90° relative 

to the other one 

WRONG 
CORRECT 

Singlet 

Use a tube  
Or a  rod with 

25 < O.D < 29mm 

To remove the 

disposable mixing 

elements, apply 

pressure only on the 

ring and NOT on the 

grid of the ME 
 

Installation Instruction 
of GXR-P Disposable Static Mixing Elements 



 

Stamixco AG 
Kronaustrasse 10 

CH-8404 Winterthur/Schweiz 

Tel. +41 (0)52 338 17 11 
Fax +41 (0)52 338 17 33 info@stamixco.com 

www.stamixco.com 
 

E_TB-015_Installation-GXR-P_Rev.1_Kr.doc 
     
  

PS/10.2010                                                                                                                       TB-015_Installation-GXR-P_Rev.0   Page 2 of 2 
 
 
 
 
 
 

 
 
 

                                                                                                                                                
 

 

GXR-P GXR GX 

2 ME GXR = 1 ME GX 2 singlets GXR-P = 
1 Mixing Element 

(=ME) GXR 

2 singlets GXR-P = 1 ME GXR 

1 GXR-P ring type 1  
+  

1GXP-R ring type 2 
= 1 doublet GXR-P 

= 1 ME GXR 

1 ME GX 
= 2 ME GXR 

= 4 singlets GXR-P 

Comparison of Static X – Type 
Mixers 

GXR 

ME = Mixing Element  


